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A.
GENERAL
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B.
WORK ZONE TRAFFIC MANAGEMENT PLAN 
1.0  Description.  Work zone traffic management shall be in accordance with applicable portions of Division 100 and Division 600 of the Standard Specifications, and specifically as follows.

2.0  Traffic Management Schedule

2.1  Traffic management schedules shall be submitted to the engineer for review prior to the start of work and prior to any revisions to the traffic management schedule.  The traffic management schedule shall include the proposed traffic control measures, hours traffic control will be in place, and work hours.

2.2  The contractor shall notify the engineer prior to lane closures or shifting traffic onto detours.

2.3  The engineer shall be notified as soon as practical of any postponement due to weather, material or other circumstances.

2.4  In order to ensure minimal traffic interference, the contractor shall schedule lane closures for the absolute minimum amount of time required to complete the work.  Lanes shall not be closed until material is available for continuous construction and the contractor is prepared to diligently pursue the work until the closed lane is opened to traffic.

2.5  The contractor shall be responsible for maintaining the existing traffic flow through the job site during construction.  If disruption of the traffic flow occurs and traffic is backed up in queues of 15 minute delays or longer, then the contractor shall review the construction operations which contributed directly to disruption of the traffic flow and make adjustments to the operations to prevent the queues from occurring again. 

3.0  Work Hour Restrictions.

3.1  The contractor shall not perform any work between the hours of ½ hour before sunset until ½ hour after sunrise. No night time work will be allowed without submission of an adequate traffic control plan to cover nighttime operations and prior approval by the engineer
4.0  Basis of Payment.  No direct payment will be made to the contractor to recover the cost of equipment, labor, materials or time required to fulfill the above provisions, unless specified elsewhere in the contract document.
C.
SUPPLEMENTAL REVISIONS DSP-04-01B

To be inserted by CO

D.
PROJECT CONTACT FOR CONTRACTOR/BIDDER QUESTIONS   DSP-96-05C 

All questions concerning this project during the bidding process shall be forwarded to the project contact listed below.

________________________, Project Contact

District  __

__________________

_________________

Telephone Number __-__-__

e-mail  xxxxx@modot.mo.gov 

All questions concerning the bid document preparation can be directed to the Central Office – Design at (573) 751-2876. 

E. TACK COAT

1.0  Quantities are based on a tacking rate of 0.05 gallon per square yard (0.22 L/m2).  All or any of the tack may be overrun or underrun.
F.
BRIDGE END TRANSITIONS
1.0  At all bridge exceptions, the engineer will determine in the field the ending point of the transition.  This point will not necessarily be at the bridge end, but will be located at a point which provides the smoothest transition and approach to the bridge.  Where bridges are to be resurfaced, the surfacing shall be from curb to curb.
