SNOWPLOWABLE RAISED PAVEMENT MARKER REMOVAL

1.0  Description.  This work shall consist of the removal of existing SRPM’s.  Removal of SRPM’s shall include removing the SRPM and repairing the pavement surface.  

2.0  Material.  All material shall be in accordance with Division 1000, Material Details, and specifically as follows.  The rapid set concrete patching material shall be from the qualified list available from Construction and Materials or MoDOT’s web site, or as approved by the engineer. 

	Item
	Section

	Coarse Aggregate
	1004.2

	Fine Aggregate
	1002.3

	Mineral Filler
	1002.4

	Hydrated Lime
	1002.5

	Asphalt Binder, Performance Graded (PG)
	1015


3.0   Construction Requirements.

3.1  Concrete.  The SRPM shall be removed with minimal damage to the pavement.  The hole shall be completely filled with an approved rapid set concrete patching material. When SRPMs are removed from bridge decks the standard method of repairing a hole in a deck should be used.  An elastomeric concrete should be used to patch the hole in the bridge deck.  

3.2  Asphalt.  The SRPM shall be removed with minimal damage to the pavement.  The    hole shall be patched with commercial mix if no resurfacing is planned. 
3.2.1  Coldmilling.  Patching will not be required when coldmilling follows the removal of SRPM’s. 
3.2.2  Resurfacing.  If the pavement is to be resurfaced without coldmilling, the SRPM shall be removed with minimal damage to the pavement and the hole patched with the same mix to be used in the resurfacing.

3.2.3  Surface Treatments.  The SRPM shall be removed with minimal damage to the pavement.  The hole shall be patched with BP-2, in accordance with Sec 401, or an approved commercial mix prior to placement of the final surface.

4.0  Method of Measurement.  Measurement for the removal of SRPM’s, will be made per each. No measurement will be made for the removal of SRPM’s in Asphalt that is to be coldmilled or resurfaced.

5.0  Basis of Payment.  The accepted quantity for removal of the SRPM’s will be paid for at the contract unit price. The cost of the removal of SRPM’s in Asphalt to be resurfaced will be considered included in the contract unit price for resurfacing.

