CHANGEABLE MESSAGE SIGN (COMMISSION FURNISHED)  JSP-93-27
1.0  Description.  The commission will furnish changeable message sign(s), hereinafter referred to as a CMS, in a serviceable and working condition to the job site.  Each CMS will not be delivered until requested by the contractor through the engineer and the immediate use of the CMS will be for the contractor to place it into service.  When the CMS is no longer needed, the engineer shall be notified to remove the CMS from the job site.

1.1  The contractor shall be responsible for relocating, maintaining, operating and protecting the CMS from theft and traffic hazards from the time the CMS is delivered until it is returned to the commission.  The contractor shall maintain the CMS as required by the manufacturer and the engineer during the time the contractor is responsible for the CMS.  The manufacturer recommended procedures for maintenance and operation will be on file at the project office.

2.0  Material.  The contractor shall furnish and employ any fuel, oil, fuel filters, oil filters, batteries, hydraulic fluid or brake fluid needed to operate and maintain the CMS.  

2.1  The contractor shall program the CMS as directed by the engineer.

3.0 Liability.  

3.1  Should any CMS be damaged beyond reuse by the contractor's negligence, the contractor will replace the CMS with an equivalent make and model at the contractor's expense.  If minor damage(s) caused by the contractor's operation, the contractor shall make all the necessary repairs to restore the CMS to its usable and functional condition.

3.2  Upon the completion of work, the contractor shall make all necessary repairs to the CMS if needed or replace the CMS with an equivalent type, if the equipment is beyond repairs, to the satisfaction of the engineer before returning it to an assigned location determined by the engineer.

4.0  Construction Requirements.  The contractor shall place the CMS 6 feet (2 meters) off of the right edge of shoulder at the location shown on the plans or as directed by the engineer.  The CMS shall be placed so that the right side of the unit is advanced approximately 3 degrees ahead with the direction of traffic.  CMS shall not be located in medians.  CMS shall be delineated with a minimum of five non-metallic drum-like channelizers.  Installation, including location and placement, shall be approved by the engineer.  If needed, the contractor shall relocate the CMS as directed by the engineer.  

4.1  When not in use, the CMS shall be stored no closer than 30 feet (10 meters) to the edge of pavement carrying traffic, unless it is in a properly protected area or an off-site storage area or as otherwise directed by the engineer.

4.2  If the CMS is equipped with a cellular phone and modem for changing the message from a remote location, the operating cost shall include cellular phone hookup and monthly usage fee for the duration of the project.

5.0  Basis of Payment.  All expenses incurred by the contractor in maintaining, relocating, operating and protecting the changeable message signs as outlined above shall be paid for at the contract unit price for:

	Item 616-10.96
	Changeable Message Sign, Commission Furnished
	Each


5.1  Cost for channelizers shall be included in the contract unit price for CMS.

