SUPPLEMENTAL REVISIONS DSP-06-01B1

Delete section 105.15.1 and substitute the following:

105.15.1  Partial Acceptance.  The contractor may request that the engineer inspect the following completed sections of work for acceptance at any time during the prosecution of the project:

(a) Any section 0.5 mile or more in length.

(b) Any section 0.5 mile or more in length in one direction of a divided highway.

(c) A complete bridge.

(d) An intersection traffic signal system.  Partial acceptance may be made for signal equipment prior to the 30 day testing period though any required performance tests and/or guarantees shall remain applicable.

(e) Devices intended to be used for traffic safety and control.  Acceptance of traffic safety devices is limited to guardrail, impact attenuation barriers, traffic signal items, signs, delineators, lighting, concrete barrier walls, concrete bridge parapet, bridge railing, guard cable, crash cushions and fence, which are permanently installed in their final position in accordance with the contract documents.

Upon inspection, if the engineer finds that the section has been completed in accordance with the contract, the engineer will accept that section as being complete and the contractor will be relieved of further responsibility for that section.

Delete Sec 109.14 and substitute the following:

109.14  Price Adjustment for Fuel XE "Price Adjustment for Fuel" .  The method of price adjustment for the fuel used on various items of work that may be involved in the construction of this project will be based on "Fuel Usage Factors" for the various items as noted below:

	Item of Work
	Unit
	Fuel Usage Factor

	Class A Excavation
	gal/yd3 (L/m3)
	0.20 (0.99)

	Unclassified Excavation
	gal/yd3 (L/m3)
	0.30 (1.49)

	Class C Excavation 

(Includes Sandstone and Igneous Rock Excavation)
	gal/yd3 (L/m3)
	0.40 (1.98)

	Embankment in Place
	gal/yd3 (L/m3)
	0.35 (1.73)

	Bituminous Construction

(Includes all Gal/Ton (L/Mg) of Plant Mix Asphalt Mixes)
	Total Mix
	2.65 (11.06)

	Concrete Pavement

Round to nearest 1” increment. (e.g. if 7.5” pavement use 8” factor).

If less than 6” use 6” factor.  If paid by CY convert to equivalent thickness.


	gal/yd2 (L/m2)

6”   (150)

7”   (175)

8”   (200)

9”   (225)

10” (250)

11” (275)

12” (300)

13” (325)

14” (350)
	0.42 (1.90)

0.46 (2.08)

0.50 (2.26)

0.55 (2.49)

0.59 (2.67)

0.63 (2.85)

0.68 (3.08)

0.72 (3.26)

0.76 (3.44)


