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OFFICE FOR ENGINEER  JSP-04-07
1.0  Description.  This work shall consist of furnishing and maintaining an office for the engineer in accordance with the contract.

2.0  Construction Requirements.
2.1  The contractor shall provide the office as the first order of work.  The office shall be located on the project right of way unless another suitable location is approved by the engineer.

2.2  Unless otherwise approved by the engineer, the office shall consist of two trailers, each with minimum outside dimensions of 10 x 40 feet (3 x 12 m), excluding hitch.  One of the trailers shall have sanitary facilities, telephone service, a separate enclosure for the Resident Engineer and other facilities required in the contract.  This trailer shall be so constructed as to provide finished walls, floor covering, adequate lighting fixtures and a minimum number of partitions or attachments which will reduce the effective working area.  The second trailer shall have storage room and a minimum number of attachments.

2.3  The trailers shall be weatherproof, insulated and with central air-conditioning and heating facilities capable of maintaining a temperature of 72 F (22 C).

2.4  Adequate light, both artificial and natural, along with a sufficient number of windows to provide acceptable ventilation, shall be provided.  All doors and windows shall be equipped with vandal resistant grills and locking  devices.  Electric, water and sanitary hookups shall be provided.

2.5  Furniture in acceptable condition shall be provided by the contractor in the following quantities:


3 - Desks



1 - Steno Chair


1 - Steno Desk
 


6 - Chairs (2 with arms)


2 - Drafting Tables


10 - Chairs (folding type)


4 - Tables



2 - Drafting Stools


3 - Swivel Chairs


1 - Electric Water Cooler


1 - Plan File Cabinet (10 drawer)
1 - Bulletin Board


2 - Filing Cabinets (3 drawer)

2.6  The contractor shall furnish four 10 pound (4.5 kg) dry chemical type fire extinguishers, including refills and inspection as necessary, and aggregate surfaced parking area of sufficient capacity for eight vehicles.  If specified in the contract, the contractor shall furnish and install a 6 foot (1830 mm) chain-link fence.

2.7  The trailers, equipment and furnishings shall remain the property of the contractor, and after being vacated by the Resident Engineer, all portions of the installation on the right of way shall be promptly removed.  The right of way shall be restored to a satisfactory condition.

3.0  Basis of Payment.  The accepted office for engineer complete with furnishings, maintenance, all utilities and heating facilities, including operation and fuel, fence if required, ground rentals, labor, tools, supplies and removal, will be paid for at the contract unit price.
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