SUPPLEMENTAL REVISIONS JSP-09-01

Insert 109.15, subsequent section renumbered accordingly:
MEASUREMENT AND PAYMENT

109.15  Asphalt Cement Price Index.  Adjustments will be made to the payments due the Contractor for any plant mix bituminous base, plant mix bituminous pavement, plant mix bituminous surface leveling, asphaltic concrete pavement and ultrathin bonded asphalt wearing surface that contains PG64-22, PG70-22 or PG76-22 when it has been determined that the monthly average price for the midpoint of the published prices of PG64-22 for St. Louis, Missouri area and Kansas City area has fluctuated from the monthly average price of the month the project was bid.  The St. Louis, Missouri area and Kansas City area prices will be obtained from the Asphalt Weekly Monitor( published by Poten & Partners Inc.  The monthly base price will be the price from the last published Asphalt Weekly Monitor( prior to MoDOT’s monthly bid opening.  The monthly base price, established prior to the monthly bid opening, shall apply to payment estimates for the following month. 

109.15.1  The adjusted contract unit price will be applied to the actual amount of asphalt binder used by the Contractor for all asphalt items.  The adjustment will be applied to projects that have a quantity of asphalt wet ton mix pay items or converted square yard quantity over 1000 tons.  For projects that are paid for with square yard pay items, the adjustments will be made for applicable tons calculated based upon the plan square yard quantity and thickness converted to tons excluding the 1:1 wedge.  The percentage of virgin asphalt as shown in the job mix formula, in accordance with Sec 401, Sec 403 and Sec 413, will be the basis for adjustments for any asphalt mix type placed on the project during the monthly index period.  The effective asphalt obtained from the use of Recycled Asphalt Pavement (RAP) and/or Recycled Asphalt Shingles (RAS) will not be eligible for adjustment.  The base price index for PG64-22 will be applied to the asphalt mix for mixes using PG64-22, PG70-22 or PG76-22.

109.15.2.  Basis of Payment  To determine the adjustment for any material specified in this provision the following formula will be used. 

A = (B x C) x (D-E) 

Where:

A = Adjustment for mix placed during monthly average index period



B = Tons of Mix Placed during the monthly average index period



C = % of virgin asphalt binder as listed in the job mix formula in use



D = monthly average price at time mix placement



E = monthly average price at time of bid

109.15.3.  The engineer will make adjustment payments, as defined above, for the applicable work completed during each month except for projects on which the contractor is being charged liquidated damages, due to working beyond the project completion date, in accordance with Sec 108.  In this case, the "D" value used for the price adjustment will be either the last "D" value prior to the date that liquidated damage assessment began or the current monthly "D" value, whichever is lower.  If the contractor is being charged liquidated damages due to the contract being beyond the project completion date and the current months “D” value results in a deduction, then the current monthly "D" value will be used.

109.15.4.  Optional  This provision is optional.  If the bidder wishes to be bound by this provision, the bidder shall execute the acceptance form in the Bid.  Failure by the bidder to execute the acceptance form will be interpreted to mean election to not participate in the Asphalt Cement Price Index.   If the Asphalt Cement Price Index is accepted, asphalt binder for the project will not be eligible for a material allowance as described in Sec 109.

Delete Sec 1048.40.5 and substitute the following:

1048.40.5  Type P Drop-On Glass Beads.   XE "Glass Beads for Pavement Marking:Type P Drop-On" Type P beads shall be manufactured from glass of a composition that is highly resistant to traffic wear and to the effects of weathering.  If coating is required to meet the performance requirements for the specific marking material used, the beads shall be coated to ensure satisfactory embedment and adhesion. 
1048.40.5.1 Refractive Index. Type P beads shall have a minimum refractive index of 1.51 when tested in accordance with AASHTO M 247.
1048.40.5.2 Roundness. All Type P beads passing the No. 30 sieve shall have a minimum of 75 percent true spheres when tested in accordance with ASTM D 1155. All Type P beads retained on the No. 20 and No. 30 sieves shall have a minimum of 80 percent true spheres (determined visually per aspect ratio using microfiche reader); testing to be in accordance with Federal Lands Highway (FLH) Test Method T520-93.
1048.40.5.3 Gradation. Type P beads shall meet the following gradation requirements when tested in accordance with ASTM D 1214.

	U. S. Standard Sieve No.
	Percent Retained

	20
	3-10

	30
	10-30

	50
	45-70

	70
	0-10

	Pan
	0-5


